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EC/ EU Declaration of Conformity

D 2we: BOMAR, spolsr.o.
TnHAebn2z 1236/ 1
627 00 Brno, Czech Republic
Id. No: 48908827
declare herewith
that the following designated device based on its conception and construction as well as the design launched by us
relevant basic safety requirements ofeéhdecrees of the government.

This statement applies exclusively to the machine device in conditions in which it was brought to the market. It does
parts subsequently added by the end user or to modifications performed subsequently by the end user.

In the event of any device modification not approved by us this declaration shall lose its validity
Name: Band Saw

Type : ProfiCut 275.230 DG

Serial number: 0115100 000

Manufacturer BOMAR, spol. sro.fTHebn2 1236/ 1, 627 00 Brno

Product data

Determination: for cross dividing and cutting of rolled and towed bars and profiles made of steel, stainless ste
ferrous metals and plastics

Description: Stand, table, cutting unit with the saw band andide, clamping device, cooling

system, el. switch board with control panel.
Pneumatic NO |Z| YES]:| Hydraulic NO |Z| YE51:| Control systemNO |:| YESIZl

Technicadata: Cutting rate 40/80 m.min-1
Cutting angle -45A to 60A
Tot al di mensions 1150x1520x1670
Weight 330 kg

Documentation:

Technical documentation for this machine device was elaborated in compliance with Government regulatior? 62008
Annex 7, part A.
The device meets relevant requirements of the given directives: 2006/42/EC
2014/30/EU
The applied harmonized standards, National standards and technical specifications
| SN EN 1 SO 1 | SN EN |1 SO 160093 | SN E N38372@1
| SN EN | SO 4 | SN EN -56.3:204
| SN EN 55011 | SN E N-68td3R2006 | SN EN-661Ed26A1:2

The product is safe on condition of the common and determined usage.

The conformity judging was performedaccdri ng t o A12, art..3a), of the La
BOMAR, spol. s r.o.
Tézebnl R}2361;|, 627 00 Bmo

Czech Republic . . .

Brno,27.05.2021 160: 48508827 Alfred Pichlmann, Managing Di

DIC: Cz48908827 Name and function of the respc

Point of issue, datum . .
subject, signature

1) Name, address and identification number thfe subject issuing the conformity declaration (producer of importer)
2) Person authorized to complete the technical documentation
3) The authorized or accredited body coperating on the conformity judging

If the equipment is installed without safety equipment offered by BOMAR, spol. s ro or its agents and used by the

buyer) then EC declaration loses validity.

I EC Declaration of conformity is valid only if customer (buyer) installed the BOMAR safety equipment with the mac
some other with equivalent safety device in accordance with current applicable regulations and standards.

All machine elements and components that were built into the device by BOMAR, spol. s ro have been declared "

safety device, as offered by BOMR, spol. s ro or its agents.

Manual version: 1.14 / Feb. 2022
Manual rev.: 1
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Sicherheitshinweise /
Safety notes
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1.1.

1.2.

The operating instructions must be read by the person, who keeps in touch with the
machine before transportation, installation, using, servicing, reparation, stocking or
removal!

Theoperating instructions include relevant information. The operator must
familiarise himself with the install and operation, safety notes and machine
servicing, because reliability and service life must be reached. The operating
instructions must avoid risks, which alieked to work on the machine. Before
transporting and using of the machine, please read the instructions thoroughly!

Attention!
The operating instructions must be available at the
machine! Keep the operating instructions in good condition!

Machine determination

The band sawProfiCut 275.230 D@ determined for cutting and shortening of
rolled bars and drawn bars and profiles from steels, stainless steels; feorous
metals and plasticwith cutting angles from-45Ato 60A

Combustible materials are excepted for cuttinginy other usage and operation
outside this rangeare unauthorized and the manufacturer/supplier does not accept
any responsibility for any damages resulting from such misuEhe operator has

full responsibility!

The machine is equipped with safety and protective guarding for operator and
machine protection. Nevertheless, this safety and protective guarding cannot
prevent injury. Service personnel must read this chapter and comprehend it, before
he starts to work on the machineAlways keep instructions about work safety!
Service personnel must take inaccount other aspects of the risk, which refer to

the ambient conditions and the material.

Attention!
Consider the safety signs on the machine. Do not remove or
damage them!

Protective suit and personal safety

Wear tight fitting overallsLoose fitting clothes may be caught with machine parts
and cause serious injury.

Wear protective glovesMaterial cuts and saw band have sharp edges and may
cause serious injuries.

Attention!

Gloves you can use only at working material replacement
(saw band)! The machine and accessories must be inactive!
If the machine is running, you must not wear gloves! It is
dangerous, because some parts of the machine can catch
gloves!

Wear protective shoes with norskid solesIThe unsuitable shoes may cause
balance loss and following injury. Fallingork pieces may cause serious injuries too.

Wear protective gogglesChips and cooling liquid may damage your eyes.

Always wear ear protectiong¥lost of the machines emit up to 80 dB and may
damage your hearing.

13
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1.3.

Do not wear jewellery and always tie back long haifloving machine parts can
catch jewellery or loose hair and may cause serious injuries.

Operate the machine only when you are fit enough to workinesses or injuries
diminish concentration.

Avoid machine work, which may compromise the safetyyfu and your
colleagues!

Attention!
Consider the safety signs on the machine. Do not remove or
damage them! Keep these labels still readable!

Safety notes for machine operator

Keep instructions and orders about work safety!

Read the operating instructions, before you start to
work on the machine! Keep the operating instructions
in good condition!

Machine can be operated only by one person. Machine operator is responsible for
presence of other persons by the machine.

Attention !

Machine can be operated by person older than 18 years!
Machine can be operated only person physically and
mentally fit for this activity

Close covers before the machine starting and check, if the covers are not damaged.
Damaged covers must be repaired or changed. Do not start the machine, if the
cover is removed! Check, if the electric cables are not damaged

Attention!
Do not connect the machine to electricity if the covers are
removed. Do not touch the electrical equipment

1 For machine starting take care, that there is nobody in the working area of the
machine (it means in the working area of the vice, the saw band, the saw arm
etc.).

1 Inno circumstances touch the rotating elements.
1 Work on the machine only when the machine is in good condition!

1 Check at least once in a shift, if the machine is not damaged. If the machine is
damaged, you must bring the machine in order and you must inform your
superior!

1 Keep your working area clean! Ensure sufficient lighting in therking area.

1  Take off the spilt water or the oil from the floor and dry it. Do not touch the
cooling liquid with bare hands! Do not set the nozzle of the cooling liquid,
when the machine is started on

1 Do not remove the chips from the working area of the machine, when the
machine is started on!

14
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1 Do not use the compressed air for the machine cleaning or for the chips
removing!

1  Use the protective instruments for chips removal!

15
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1.4. Safety notes for the servicing and repairs

Switch off the main switch and lock ibefore you start service work! Otherwise,
there is possibility of hazardous machine starting.

Only qualified person can do the servicing and repairs. For parts changing, use only
parts, which are identical with the originals. Otherwise, there is possibility of health
hazard. Use only recommended type of the hydraulic oils and oils and lubricants!

Attention !

Only a qualified professional can carry out the servicing
and repairs of the electric equipment! Take special care
during the work with electrical equipment. High voltage
shock can have fatal consequences! Always keep notes
about work safety! Otherwise, there is possibility of heavy
injury!

Do not remove or do not lock the limit switches or safety equipments! Any use of
the saw, accessories or machine parts other than tietended by the BOMAR,

spol. s r.0. company is not permitted. The guarantee on this product will be
afterward lost and BOMAR, spol. s r.o. takes no responsibility for caused damages.

Do not start the machine if all covers are not in place.

1.5. Safety notes for the cooling

Attention!
A When handling cooling agents always wear hazardous
fluid-proof gloves!

A Wear protective goggles!
A Cooling liquid can get in contact with your eyes and
mav cause nermanent severe iniuries
1.6. Instructions for firstaid

1. Pull off and safely remove polluted, soaked clothing

2. For breathing, go out in the fresh air or look for first aid treatment

3. Wash with water or use c¢cr mes for contact wit!l
4. Flwsh with water for eyes and look for first aid treatment.

For swallowing, drink a lot of water and induce vomitingook for medical help

1 6 Manual version:  1.14 / Feb. 2022
Manual rev.: 1
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1.7. Safety machine accessories

The machine is equipped with safety accessories. It protects the operator from
injuries and the machine before damage. The safety accessories are blocking
accessories, emergency switches and covers. Check once in a week the function of
the safety accessories. If the safety accessories are functionless, you must stop work
and repair or change tle safety accessories.

Enhanced risk!
Do not come into or intervene in the cutting area.
Otherwise, there is possibility of heavy injury.

1.7.1. Emergency Stop Switch

Emergency Stop Switcls used for emergency switching

off the machine in case defect or health hazard. By pressir
Emergency Stop Switchill immediately stop all dangerous
machine movements.

O
7
If any damages or fault appears, immediately press @

Emergency Stop Switch!

It is possible to release the pressed button by twisting of th
upper part of the button.

The Total Stop button is situated at the electric distribution
box

17
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1.7.2. Arm cover

If the cover is opened during operation, the limit switch is opened and the band
saw is stopped. The band saw is not possible start in set mode.

The band saw is stated to the operation, when the cover is closed!
1.7.3. Saw band covers
It covers the visible area of the saw band

- from guiding cube to the frame.

Manual version:
1 8 Manual rev.:

1.14/ Feb. 2022
1
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!

- from the vice jaw to the band saw frame (along the both sides)

Never turnON saw band when cover is not mounted!
1.7.4. Saw band stretching and rupture inspection

This device checks the saw band tension and causes immediate machine stop if the

band incidentally ruptures.

The device includes a | imit swi éndcimg I'ts adjustment is

and adjustingo. Check the&adustitifnedessaayar ef ully and periodi

19
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1.8. Um2stnn? bezpelLnostn2ch znalek /
Verteilung der Sicherheitszeichen /
Position of safety symbols

20
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1.9. Um2stngn?2 Gt2tku stroje |/
Maschinenschild position /
Positon of machine label

® ®

Umisténi stitku stroje /
Maschineschild position /
Position of machine label

2 2 Manual version:  1.14 / Feb. 2022
Manual rev.: 1
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Dokumentace stroje /
Dokumentation der
Maschinen /

Machine
documentation

23
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2.1. Technick8 data |/
Technische Daten /
Technical data

Hmotnost stroje / Maschinengewicht / Machine weight
1 Hmotnost / Gewicht / Weight 330 kg

Rozmnry stroje [/ Maschinengr©®Ce / Machine size

1 D®l ka / L2@nge / Lenght 1150mm
T g28ka / Breite [/ Width 1520mm
1 ViGka / H°he [/ Height 1670mm
El ektrick® vybaven2 /| Elektrische Ausrg¢gstung |/
T Napedj2 / Versorgungsspann ~ 3 x400/230V, 50/60Hz, TNC-S
T P$2kon / Gesamptschl usswe 1,2 kW
f Max. jiGtnpn2z [/ Max. Vor s 10 A
T Kryt2 [/ Schutzart [/ Prote IP 54

Ak ust i cSkHalldruckpedel Atoustic pressure

9  ProfiCut 275.230 DG Laeqv = 73,4 dB

Pohon / Atrieb / Drive:

. Typ/Type/Type 91.001.381
MSD 90L8/4-B14d FT115

T Nap8jen2 |/ Versorgungsspeée ~ 37400w

f Vikon / Leistung / Outoput 0,7/1,1 kW

f Jmenovit® ot8Lky / Motorr 1420 min

Chl ad2c2 zas$2zen2 |/ Ké¢hlmiteleinrichtung / Coo

T Vikon / Leistung / Outoput 0,05 kw
9 Obsah ng&drHe / Vol umpeeity vc 10 dm3

Rozmnr p8su / S2gebanddi mension / Band size:

2720725 (27)710,90 mm
Sezn§ rychlost / Schnittgeschwindigkeit / Cutt

40/80 m/min

Sezn® rozsahy / Schnittbereiche / Cutting size

R60°

(+60%)
L45® R45®
{-45") 0 (+45°)

0A D 230 nr 275 180mm 2501 230 mm 2301 230 mm
R 45A (+4 P 190 ri 190 150 mm 1701 230 mm 197 18 mm
L 48AA) D 170 r 185100 mm 901 230 mm 150 150 mm
R 60A (+6 P 120 r 120 100mm 120 100mm 100 100mm

Acoustic pressure level:

The equivalent level of the acoustic pressure A (noise) in the position of the operatbkis = 73,4 dBp § i
35 m.min¥70 m.min%. The values are indicating the emission levels and may not presenttgaf@rking
levels. Among the factors, which influence the real values of the operator exposure, are properties of the
workshop room, cut material and used saw bandswhich may significantly influence the exposure levels.
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2.2. Rozmnrov® sch®ma /
Aufstellzeiqinung /
Installation diagram

26
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2.3. Popis /
Beschreibung /
Description
Vélec zvedaci/
Hebezylinder /
Rameno / Sage- Lifting cylinder
rahmen /

Saw arm

Podstavec svéraku /
Schraubstock
Untergestell /
Vice pedestal

_\

Svérak / Schraub-
stock /
Vice

Spinac koncovy /
Endshalter /
Limit switch

Konzola otoc¢na /
Drehkonsole /
Turning console

Pruzina/
Feder /
Spring

Doraz/
Anschlag /
Length sto

Vana /
Wanne /
Tank

Podstavec pily /
Sageuntergestell /
Saw pedestal

S

28
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2.4. Transportation and stocking

2.4.1. Conditions for transportation and stocking

Keep recommendations for the manufacturers for transportation and stocking! If
the recommendations are not kept, damage can occur to the machine.

T Doné6t wuse a forklift truck for handling the
for it!

T Donot move under suspended | oads! Faul t in |
injury.

1 Keep a safe distance from the machine during the tigport.

1 Temperature of the air fronE 2 5 A C C,tfooasBoB thrm(max. 24 hours)
temperature of the air until7 0 A C

1 Do not expose the machine to radiation (for example microwave radiation,
ultraviolet radiation, laser radiation-say radiation). Radiation can cause
problems with the machine function and deteriorating condition of the
isolation.

1 Take measures, to prevent damage by dampness, by vibrations and by shakes.
2.4.2. Transport and stocking preparations

Close the vice and thoroughly oil all blank suries:

Lower the saw frame to the lowest position.

Make sure to empty the machine of all traces of the cooling agent.

Fasten all loose parts securely to the machine.

Pack and wrap the control desk securely to avoid damage during transport.

Fix the stickers stating the minimum approximate machine weight to at least five
well visible places.

2.4.3. Transport and stocking

The machine must be secured during transportation. Screw on the palette to the
floor of the van or the trailer. Be careful that the machine is not daged during
transportation. Store the machine only under conditions mentioned in the manual,
to avoid damage of the machine.

It is forbidden to handle the machine any other way, than it is written in this
operating instructions, the machine can be damaged.

Place the forks of a fork lift truck according to these marks!

29
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244,

Transportn?z
Transportsclema /
Transport diagram

sch®ma

750

1654

9er |

Misto pro liziny voziku

Die stelle fiir Greifen mit den
Gabeln des gabelstaplers
Place for forklift’s skides

e
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2.5, Activation

2.5.1. Machine working conditions

Keep the conditions of the manufacturer for machine operating! If
recommendations are nbkept, damage can occur to the machine.

The manufacturer warrants the correct function of the machine for these
conditions:

1 Attemperature air froml0A C t o, thett@rdb@ature average during 24
hoursmustnot exceed over 35AC

1 Atrelative dampness of the air in the extend from 30% to 95% (not
concentrate)

9 Altitude lower than 1000 metres.

1 Do not expose the machine to the radiation (for example microwave radiation,
ultra-violet radiation, laser radiation, -ray radiation). Radiation can cause
problems with the machine function and deteriorating condition of the
isolation.

2.6. Band saw unpacking and assembling

Remove the packing from the machine and unpack all parts.

Attention!

Switch off the main switch and lock it, before you start
assembly! Otherwise, there is possibility of hazardous
machine starting.

Install all enclosed parts.

2.6.1. Length stop assembly

1. Take on the length stop to the hole on vice side.

31
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2. Shift the length stop until the saw band.

3. Set the scale to the value aoo.

Manual version: 1.14 / Feb. 2022
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4. Secure it with screw on the bottom side of the vice.

2.6.2. Attachment of the cooling liquid tub
S

1. Putthe tub for the dripping off of the coolant on the pedestal from the back
side of the saw

33
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2. Attach the hose for the coolant removal to the outlet of the tub and put its
other and immerse its other end into the coolant tank.

34
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2.6.3. Hand wheel assembly

Take down the nut from holder of the hand wheel. Insert it to the hole on backside
of the wheel and screw on the holder.

35
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2.7. Kotevn2 plan |/
Verankerungsplan /
Grounding plan

670

Yy o

Q

940

Ay \3

Kotvici material / Verankerungsmaterial / Grouding material

«4x Hmozdina / Dubel / Plug - 214 mm
«+Vrtano do hloubky / In die Tiefe gebohrt / Drilled to - 100 mm
«Srouby / Schraube / Screws - M12

Srouby podloZit deskami o min. rozmérech P10x100-100
« Die Schrauben mit Platten mit Minimaldimensionen P10x100-100 unterlegen
Screew must be bottomed with plates (min. dimensions P10x100-100)

Pozadavky na rovinnost podlahy / Anforderungen an die Bodenebenheit /
Requirements for floor flatness

+10mm/1m

Manual version: 1.14 / Feb. 2022
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2.8.

2.9.

Machine installing and levelling

Check the floor supporting capacity before machine installing. If the floor capacity
does not agree with requirements, you must prepare the necessary base for the
machine.

Minimal requirement:

machine weightd ProfiCut 275.230 D@ 330 kg
+ weight of accessories

+ maximum weight of material

1  The machine must be levelled at the horizontal position. All fedtthe
machine must touch with the floor after levelling

1  The machine must be levelled by means of the calibrated spirit level. Spirit
level is put on the vice area. Set the roller conveyors according to the spirit
level.

1  For machine levelling, take care that there is sufficient available space for
operation, repair work, servicing of the machine and handling the material..

1  The machine including appended parts and accessories must be visible from
the place of operation.

Electrical connection

Attention!

Only a qualified professional must carry out the servicing
and repairs of the electric equipment! Take special care
during work with electrical equipment. High voltage shock
can have fatal consequences! Always keep noteabout
work safety.

Electrical parameters of the machine:

1  Service voltage: ~ 3 x400/230V, 50/60Hz, TNC-S
1 Total input 1,2 kW
T Max. fuse: 10 A

Before connecting switch off the main switch of the power supply circuit for the
machine and ensure dry place when doing connecting works!

Note:
The values of the crosscut of the conductor and the rated
current are in the norms.

Service voltage must agree with the line volta@ebsscut of the supply line must
respond with rated current for max. machine load.

Note:

The socket with the fork can be used only at the machines
with the rated current less than 16 A and total input less
than 3 kVA.

The input line is equipped with a 16 A socket for connection of the machine to the
electric supply line.
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In case the machine is connected with a direct connection, an extra main switch
must be added which can be locked in zero position

Attention!
In this case the extra main switch becomes primary and the
main switch on the machine has only secondary function.

2.9.1. Check the direction of the saw band

After the machine has been successfully connected, briefly switch on the machine
and put the driving engine of the band in the running position. The direction must
be in accordance with the arrow direction on the saw band cover. In case the
direction of the saw band does not match, two phases at the terminal strip must be
switched.

2.10. Filling of the cooling system

Prepare the mixture of the water and the cooling liquid. Keep the concentration
specified by manufacturer. Shift away the cover from the drainage hole. Fill the
mixture of the water and the cooling liquid to the tank of the cooling system. Are
of the tank for the cooling liquid is discovered from the chapt&echnical data

Let the drainage hole opened and with the sieve during operation, because it
secures the right work of the cooling system. Filling the tank with the cooling liquid,
take care that the liquid does not drip out of the tank and the tank does not
overflowed.

2.11. Check machine function

Check, if the machine or some parts of the machine were not damaged during
transport.

Check, if covers are installed and functional. Check by meanthefTenzomat if the
saw band is correctly stretched. If it is necessary, you can stretch the saw band
according to chapterSelection and replacement of the saw bandalues of the saw
band stretching are on the Tenzomat. Switch on the main switch and check the
motors and systems (saw band drive, hydraulic pump, cooling pump, chips
conveyor).

Open and close the main vice. Turn the saw frame of the band saw from one outer
position to other outer position. Raise the saw frame to the top position and drop
the saw frame to the lowest position.

Start the machine with the cooling pump and let it run without load until the

cooling system will be filled with cooling liquid. As soon as the cooling liquid starts
to escape from the nozzles of the cooling system, the cooling system is ready for
the operation. Carry one cycle of cutting without material. Check, if the machine
runs with no irregularities. If all machine functions are right, the machine is ready for
operation.

Manual version: 1.14 / Feb. 2022
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2.12.

Machine disposal after lifetime

Blown out all grvice fluids (cooling liquid, hydraulic oil) into designated reservoir.
Dismantle machine into separate parts and dispose them in accordance with valid
directives

Packaging material Also dispose in accordance with valid directives.

Packaging and machine parts that contain secondary raw materials can be recycled.
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2.13.

2.13.1.

2.13.2.

2.13.3.

Saw band

Refit the saw band cover only after you have installed and tightened the se %
~

Saw band size

2720725 (27)70, 90 mi

Selection of the saw band tooth system

The manufacturers provide the saw bands with constant and variable tooth system.
The important factor for selection of the tooth system is length of the cutting canal
with respect to the size of the product

1. Constant tooth systend the saw band has parallel tooth pitch all over length.
This way is suitable for cutting of solid material

BOMAR for recommended Variable tooth system for band
saw.

2. Variable tooth systend tooth pitch is variable. Variable tooth system is used
for profiled materials and bundle cuttingvariable tooth pitch lowers vibration
of the saw band, increases service life of the saw band and quality of the
cutting area.

ZpZ 0 teeth number on one inch S tooth with zero angle of the teeth K tooth
with positive angle of the teeth

Examples of the tooth system marking:

32S6number 4320 means 32 teeth on one inch (that
system), |l etter aS0 marks teeth with zero angle
406 KBnumbed6 0 atheans 4 till 6 teeth on one inch

(that means variable tooth system); lett&rK © mar ks teeth with positive
teeth.

Saw band runningin

Runningin: Cut the material with the frame lowering reduced to 50% only. When
vibrations occur increase or decrease the band speed.

When cutting small pieces run the band until approximately 300 Zof material has
been cut. When cutting large pieces run the band for 15 minutes approximately /
When the band has been run, increase the lowerigpeed to normal speed. The
running in of the saw band avoids micrtreaks on the cutting edge®f new saw
band ensuing from first excessive stress. This would decrease service life
substantially. The optimal running in of the saw band produces ideal rounded
cutting edges and therefore the conditions for an optimal service life.

Note: Run regrinding saw bands too.

40
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2.13.4. Tables for teeth selection

PROFILOVY MATERIAL (D 5, S = mm)
Dp
D
= I |
¢ |
S
SlkS
Poznamka: Tabulka uvadi volbu ozubeni pfi rezani jednoho kusu profilu, Pri fezani vice kusG profill libovolného poctu (svazku) uvaZujte tloustku
stény jako dvojnasobek tloustky stény jednoho profilu (tzn., Ze tloustka ,S* rovna se 2xS). V tabulce je uvedeno ozubeni jak konstantni, tak variabilni.
Tloustka Ozubeni (Z ,2)
stény Vnéjsi primér profilu D , [mm)]
S [mm] 20 40 60 80 100 120
2 325 24S 185 185 14 S 145
3 2458 18S 14S 145 10-14S 10-14S
4 245 145 10-14S 10-14S 8-125 8-125
5 18S 10-14S 10-14S 8-12S 6-10S 6-10S
6 185 10-14S 8-125 8-12S 6-105 6-105
8 145 8-125 6-105 6-105 5-85 5-85
10 - 6-105 6-105 585 5-85 5-85
12 - 6-105 5-85S 5-85 4-6 K 4-6 K
15 - 5-85 5-85 4-6K 4-6 K 4-6 K
20 - - 4-6K 4-6K 4-6 K 3-4K
30 - - - 3-4K 3-4K 3-4 K
50 - - - - - 3-4K
Tloustka Ozubeni (Z,Z)
stény Vnéjsi pramér profilu D , [mm]
S [mm] 150 200 300 500 750 1000
2 10-145§ 10-145 8-125 6-105S 5-8S 5-85
3 8-125 8-125 6-10S 5-85§ 4-6K 4-6K
4 6-105 6-105 5-85 4-6 K 4-6 K 4-6 K
5 6-105 5-85 4-6 K 4-6 K 4-6 K 3-4K
6 5-8S 5-8S 4-6 K 4-6 K 3-4 K 3-4K
8 5-8S 4-6K 4-6 K 3-4K 3-4K 3-4K
10 4-6 K 4-6 K 4-6 K 3-4K 3-4K 2-3K
12 4-6 K 4-6 K 3-4K 3-4K 2-3K 2-3K
15 4-6 K 3-4K 3-4K 2-3K 2-3K 2-3K
20 3-4K 3-4K 2-3K 2-3K 2-3K 2-3K
30 3-4K 2-3K 2-3K 2-3K 1,4-2K 14-2K
50 2-3K 2-3K 2-3K 14-2K 14-2K 1,4-2K
75 o 2-3K 14-2K 1,4-X 14-2K 0,75-1,25K
100 = = 14-2K 0,75-1,25K 0,75-1,25K 0,75-1,25K
150 - - - 0,75-1,25 K 0,75-1,25K 0,75-1,25K
200 = = > 0,75-1,25K 0,75-1,25K 0,75-1,25 K
PEVNY MATERIAL (D = mm)
D D D D D
Konstantni ozubeni Variabilni ozubeni
délka fezu D ozubeni (Z pZ) délka fezu D ozubeni (Z ,Z)
do 3 mm 32 do 30 mm 10-14
do 6 mm 24 20-50 mm 8-12
do 10 mm 18 25-60 mm 6-10
do 15mm 14 35-80 mm 5-8
15-30 mm 10 50-100 mm 4-6
30-50 mm 8 70-120 mm 4-5
50-80 mm 6 80-150 mm 3-4
80-120 mm 4 120-350 mm 2-3
120-200 mm 3 250-600 mm 14-2
200-400 mm 2 500-3000 mm 0,75-1,25
300-800 mm 1,25
700-3000 mm 0,75

Ptes vyie uvedené navrhy berte v ivahu doporuéeni Vaseho dodavatele a nechte si od néj odborné poradit i piesto, Ze vyrobci Vam
casto doporuci vlastni pilové pasy.
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3. OvlI §d8n2? stroje
Bedienung der
Maschine /
Machine control

= =
£ 8
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3.1. Control elements

Control element

Description

Main switch of the machine

Switch of the saw band speed

With the switch you can choose the saw
band speed and possibility to rinse the saw
band.

9 position 1 @0 m.min?*
I position2 &0 m.mint

1  symbol of coolingdsaw band drive is

switched off and the cooling pump is
running (rinsing).

STOP of the saw band drive / Emergency
Stop Switchit is used for stopping of the
saw band speed.

Note: The saw arm sinking is not stopped
by pressing button! Saw arm sinking is
necessary to stop by adjusting valve on the
lifting cylinder!

STARTof the saw band drive

44

Manual version: 1.14 / Feb. 2022
Manual rev.: 1




Bomar

3.2. Machine controling

3.2.1. Start of the machine

Stat the machine with the main switch which located on the electric distribution
box.

3.2.2. Cutting

1. Open the vice of the band saw.
2. Set the length stop to the desired length of the material.

Set the desired cutting angle.

Eall

Insert the material and pull it up to the length stop.

5. Pull up vice jaw about 5 mm from the material by hand wheeding the hand
wheel

6. Tighten the material with the clamping lever.

7. Setthe movable guiding cubes close to the material as possible.

45
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8. Set the saw band speed.

9. Start saw band drive by buttolSTART

Attention

Saw band drive is possible to sip by button STOP or by
button Emergency Stop Switch in emergency causes
during cutting.

Attention!

Saw frame sinking is possible to stop by governing valve
closing!

10. Set the speed of the saw frame sinking.

11. Close the governing valve of the sinking. Lift the saw frame to the top position
after cutting.

12. Remove the cut. Now you can repeat whole progress.

3.2.3. Setting of the material length

1. Loosen the clamping screw of the length stop

XD &

"".....-.....-

2. Shift the length stop to the required length and tighten thelamping screw.

Manual version: 1.14 / Feb. 2022
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Warning! R60°
The length stop enables a gap between the length stop slat @mw
line and the material to avoid clenching the saw band in L45° Rd5®
(457) o (+459)

the cut during cutting. Set the gap of the length stop by
turning the lever in the direction of the arrow.

Angular cut setting
The band sawProfiCut 275.230 D@ilollows angular cuts at angles frord 5tA

60A
There are limit stops on the saw for easy setting of extreme positions®®B &0 &
4536 0A

Picture Description

1. Raise the saw frame and turn the
turning console clamping lever to the
left.

2. Set the required angle of the cut
according to the scale on the turning
console.
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Picture Description

3. Theconsoleis provided with a stop
piece which stops the console in the
OAangl e.

It is necessary to pull out the lever
which is situated under the base of
the vice, when you want to turn the
console over the stop piece.

4. Tighten the clamping lever of the
console.

5. Shift the vice according to the requested angle of cutting. For angles smaller than zero sh
the vice to the right, for zero angles and larger to thefte

angle < O0A angle®0 A

3.2.5. Setting of the optimal span of the guiding cube

For reaching a smooth and accurate cut it is necessary to move the left guiding
cube as close to the cut material as psible.

Manual version: 1.14 / Feb. 2022
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1. Loosen the lever of the left guiding lath and move the left part of the saw
band guide so that the edge of the left guiding cube will be as close to the
material as possible.

2. After setting the left guiding elements fash the lever of the guiding lath.

3. Tighten the lever of the guiding lath and check the setting of the guiding cube
one more time to avoid collision with the vice jaw or clamping table.

3.2.6. Cutting speed setting

Picture Description

1  speed40 m.min*& turn speed switch into

pos. no.1
@ f  speed80 m.min'3 turn speed switch into

pos. no.2

3.2.7. Setting the speed of the arm sinking to the cut

Set the desired speed of the arm sinking to the cut by lever on the lifting cylinder.
Arm sinking $ stopped by adjusting valve closing.

3.2.8. Cooling

The cooling pump is alwais switched on together with the saw band drive and the coolant flows to
the cutting place through a hose.

The tap on the inlet hose is intended for regulation or for closing of the coolant flow.

Manual version: 1.14 / Feb. 2022
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If it is necessarry to rinse the working space with the coolant after a cut is finished, turn the control
button on the electric distribution box to the position which is marked with the symbol of cooling.
After you switch the button to this position the cooling pump is swithed on even if the drive of the
saw band is switched off.

3.3. Material insertion
1 Never walk under a suspended load!
1 Never climb onto the gravityroller conveyor!

1 Do not hold the material for clamping material to the vice! The vice can cause
injury!

3.3.1. Handling agent selection
1 Use the strong handling agents to lift and transfer the material!

1 Handle with the material only with the lift truck or use the suspension strands
and the crane!

1 Do not use the lift truck or crane in case that you do not have the license to
handle with it!

3.3.2. Insertion

Insert material to the vice and ensure that the material cannot move in the vice or
fall from the vice after the clamping. If you cut long pieces of the material (for
example rod, tube), you must use the roller conveyors for material

shifting to the band saw. Contact Bomar for more information about

roller conveyors

Make sure the conveyor is long enough and the material cannot tip off the
conveya.

Be especially careful with round materials that it always stays on two vertical rollers
and that it cannot fall off the conveyor!

3.3.3. Bundle material cutting

If you want to cut the material in the bundle, there are suggestions for the
positioning of bundles

Round material bundleTake care especially with round material that the bars are
put according to the picture. If the bars are put differently, you may have problems
with movement.

Always weld the material at the rear end of the bundle to secure itrfranoving.
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Before welding always, switch the machine off at the main switch! The magnetic
fields, which often occur during welding, may damage the controls!

Square material bundle:
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4. ddr Hba /stroje
Wartung /
Machine service
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4.1.

Saw band dismantling

1. Lift the saw frame to the top position. Stop the saw frame in top position by
control valve.

2. Dismantle yellow protective cover of the saw band. The cover is clachith
two screws.

3. Dismantle back covering sheet metal of the saw frame. The covering sheet
metal is clamped with two screws with plastic head.

4. Release brush holder and turn it. The brush must not defend saw band
dismantling.

56
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5. Turn by stretching star to the left side, release saw band stretching and pull
saw band from blade wheels.

6.

7. After that pull out the band carefully from the guiding cubes.

4.2, Saw band installation

1. Prior to installation, clean all track wheels, guide cubes and inner side of the
arm thoroughly of all traces of chips and dirKeep in mind the teeth direction
when installing the saw band.
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2. Insert new saw band in the guide cubes. Make sure the saw band runs
between both guide rollers and it is pushed all the way to the top.

3. Put the saw band on both guid wheels. Make sure that the saw band ridge
fits tightly to the wheel rim. Then push the saw band as far back as possible.

4. By turning the stretching star to the right, you will stretch the saw band slightly.
Remove the plastic cover of the saw band teeth.

Manual version: 1.14 / Feb. 2022
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5. Put the brush into the function position and screw up the holder.
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4.3.

6. Install the rear protective cover of the frame.

7. Install the yellowprotective covers of the band.

Arrow on the cover must agree with the direction of the teeth. If it does not,

you have to flip the saw band.

Saw band stretching and inspection

Ri ght

saw band

stretching is

one of

t he most

accuracy and saw band service life. Stretch the saw bands according to the selected
saw band and the band savKeep the recommendation of your manufacturer.

Pilovy pas Napéti pilového pasu Nap&ti pilového pdsu PSI (pro Tenzomat)
Sigeband Sdgebandspannung Sigebandspannung PSI (fiir Tenzomat)
Saw band Blade tension Blade tension PSI (for Tenzomat)

20% 0,9 mm 160 N.mm~ 23500

27 % 0,9 mm 180 N.mm™ 26 500

34%1,1mm 210 N.omm™ 30 500

41x1,3mm 240 N.mm™ 35 000

54x1,3 mm 240 N.mm™ 35 000

54% 1,6 mm 280 N.mm™ 40 600

67 x 1,6 mm 290 N.mm* 42 000

80x 1,6 mm 300 N.mm™ 43 500

60
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4.3.1.

4.3.2.

Bomar

Saw band stretching

1.

2.
3.

For a quick control of the tension of the band there is an indicator near the
tightening star. If the indicator agrees with the picture bellow, the band is stretched
correctly.

Saw band run inspection

If the run is not correct, the following problems may occur:

1

The saw band must not fall from the wheels aftesting.

Install the Tenzomat on the saw band and secure it with screws.

Stretch the saw band until it is stretched to the recommended value.

The saw band falls from the wheelsThe saw band and protective cover can
be damaged

The saw band runs on the wheel rid The saw band and wheel rim can be
damaged

Process control:

1.

2.

Start and stop saw band drive.
Stop the main switch!
Open rear cover of the saw frame

Check saw band placing on the wheels
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4.4,

4.4.1.

4.4.2.

1 If the distance of the rear part of the saw band from wheel rim is 1 mm, setting
is right

1 If the distance is bigger than 1 mm, or the saw band runs on the wheel rim,
saw band run must be set

Adjustment

Saw band run adjustment

The saw band run is sewith screw in the stretching cube on the saw frame.
Optimal distance has been determined 4t mm

1 Turn by screw to the right, the saw band approximates to the stretching wheel
rim.

1 Turn by screw to the left, the saw band departs from the stretching wheel.rim

Hard metal guides adjustment

Hard metal guides adjustment is one of the most important criterions which
influences cutting accuracy and saw band life. Therefore, it is essential to check
regularly that hard metal guides adjstment is correct.
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1. Tighten the stop screw on the rear side of guide cube so that the band cannot
move.

2. Release the stop screw and at the same time grip the saw band by hand and
check if the hard metal guide does not put up to much resistance against the
movement of the band. As soon as it is possible to move the band without
resistance, the hard metal guides are adjusted.

3. Be sure that the hard metal guides do not put up to much resistance otherwise
the lifetime of the saw bandand drive decreases.

4.4.3. Guide cubes adjustment
Cutting quality and saw band life is also dependent on guide cubes adjustment.

Therefore, this adjustment has to be checked periodically.

1. Loosen both tightening screws of the guide cubes and push it carefully to the
band. Make sure the saw band is not bent; otherwise, this cube will push on
the band and damage it.

2. Fasten both tightening screws again.

Notice:
If the guide cube is carectly adjusted, the upper edge of the
cube and the ruler are parallel.

4.4.4. Brush adjustment
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The brush for chip removal from the salWwand influences cutting durability, saw
bandlifetime and wheels lifetime, hard metal guides and finally the cut accuracy.
Brush adjustment must be checked every shift.

1. Remove the cover of the saw arm.

2. Adjust the brush to the saw band by turning the adjustment screw

The brush must touch the teeth of the saw band.

Attention!
The end of the brush must not reach the teeth bottoms!

3. In case the brush does not turn properly (the driving wheel of the brush slips
on the saw band driving wheel) press the driving wheel bktbrush closer to
the saw band driving wheel using the adjustment screws (see arrows)

Manual version: 1.14 / Feb. 2022
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Attention!
Do not tighten the screw with brute force!

If the chip removing brush is correctly fastened the brush
turns smoothly with the saw band.

4, Putthe arm cover back.

4.4.5. Adjusting the limit switch of the saw band stretching

After the saw band is replaced, the limit switch setting must be checked. If the limit
switch is not set correctly, the band is stretched either too much or too little.

1. Stretch the band with help of the TENZOMAT to an optimal value (Tenzomat chart)

2. Release thewut on the stop screw
3. Start the band drive. Two scenarios may occur:

1 If the engine is switched on, but it does not run, turn the screw to the left
until the engine starts to run

Bomar
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1 If the engine runs turn the screw to the right until it stops, then turn the
screw shortly to the left until the engine starts running again

4. Fasten the stop screw with the nut and check the setting of the switch again.

4.4.6. Saw frame lower position stop adjustment

The lower stop limits the lowest position of the saw frame. This stog tabe
checked at least once a month. If the lower stop is adjusted incorrectly, the loading
surface of the table can be cut too deeply or the material will not be cut completely

1. Raise the saw frame to the upper position
2. Release the nut of the adjusting screw and adjust the stop

3. Fasten the adjusting screw with the nut again

4. Set the limit switch of the lower arm position

Manual version: 1.14 / Feb. 2022
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Adjustment of the limit switch of saw frame lower stop

If you have adjusted the lower stop of the saw free, the limit switch adjustment
inspection is required

Setting check

Lower the arm to the lowest position. If the arm lays on the lower stop and the
switch reacts, the setting is correct. In other case carry out the switch setting

Switch setting

Release the nut of the stop screw and screw down the stop screw
Lower the arm to the lower stop and turn on the band drive

Screw out the stop screw until the band driver stops

Secure the screw with nut again and check the limit switcltisg once more
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4.5. Cooling agents and chips disposal
The quality of the coolin . s
h . vy . . If the solution is too weak: If the solution is too strong
agent will deteriorate due to

1  use of contaminated water 1  corrosion protection is 1  the cooling ability is

. . diminished decreased
1 impurity

. . L lubrication decreases 1  foam behaviour increases

1  outside oil contamination

(hydraulics, gears) 1  microbial attack is more likely 1  emulsions stability

deteriorates

1  high operating temperatures
1 lack of air circulation I SEYEEECEES

1 wrong concentration

4.5.1. Coolant device inspection

The state of the cooling agent has significant influence on the cutting quality and
on the operational life of the machine. Lifetime of the cooling liquid is 1 year, after
this time we recommend change the cooling liquid. This time is dependent on the
degree of pollution cooling liquid (especially with oils) and on the other factors.

Check level of the cooling liquid and function of the pump perioditally

Note:
If the state of the cooling liquid is not satisfactory, the
cooling liquid must be changed.

Check the state of the coolinggent according to the following table:

Testing Interval Method Condition Precaution
FaTuf . . after concentration check,
Liquid level daily visually too low o .
refill with water or emulsion
Concentration daily refrat':tometer too high ref!ll water '
densimeter too low refill base emulsion
. ood ventilation, add biocides
Smell daily by sense of smell; unpleasant smell g
or renew coolant
surface cleaning, fix leaks, adc
inati . visible oil leaks, biocides or fungicides, or
Contamination  : g5y by sense of smell . 9
sludge fungi coolant renewal after added
system cleanser*
Corrosion visuall . - . test stability, if necessal
when ) y insufficient corrosion; . v ) Y
rotection necessar chip test rotection increase concentration or pH
P y Herberttest P value
i when . add concentrate, enquiries to
Stability refractometer oiling . q
necessary supplier
i when too much foam, avoid aeration, increase water
Foam reaction shaking test foam disperses too -
necessary hardness, ix with defoamer
slowly
* according to manufacturersd instructions
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4.5.2. Chips disposal

Chips resulting fran cutting operations must be disposed of in accordance with the
relevant regulations.

1 Let the chips drip excess fluid!.

1  Fill a watertight container with the chips! Be careful that the container does not
leak, because even after a long dripping time, they still contain coolant residue.

1 Place the container into the care of a disposal company equipped for the
disposal of chips contaminated with cooling liquiidl.case the machine is
equipped with microspray installation, the chips must also be handed over to
a disposal company.

4.6. Greases and oils

4.6.1. Gearbox oils

In gearboxes, oil is used for the whole lifetime of the gearbox. We recommend
replacing of the filling oil in case of repair.

Use oils with specification DIN 51517 in the gearboxes. Select the viscosity grade 1ISO
VG according to the original oil fill.

Attention:

When replacing, use oils recommended by BOMAR or oils,
which has comparable parameters from the other
manufacturers.

Do not forget, that mineral and synthetic oils must not be
mixed!

Recommended oils and quantity according to the type of the band saw

Band saw Gearbox oil Capacity
ProfiCut 275.230 DG Paramo PP7 2,01
Swarf conveyer Skell Tivela S 320 0,0751

Comparative table of the gearbox oils

Viscosity grade
Manufacturer
ISO VG 100 ISO VG 100

BP Energol GRXP 100 BP Energol GRXP 100

Alpha SP 100 Alpha SP 100
Castrol Castrol

Alpha MW 100 Alpha MW 100
EIf Reductelf SP 100 EIf Reductelf SP 100
Esso Spartan EP 100 Esso Spartan EP 100
Mobil Mobilgear 627 Mobil Mobilgear 627
¥ MV ¥ MV
Paramo PP 7 Paramo PP 7
Shell Shell Omala 100 Shell Shell Omala 100
Total Carter EP 100 Total Carter EP 100
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4.6.2. Lubricant greases

We recommendusing lithium based saponified grease, class NGLfor lubrication.
Different greases are mixablé their oil bases and consistence type are identical

Comparative table of the lubricant greases

Manufacturer Type of the lubricant grease

BP Energrease LS EP

DEA Paragon EP1

Esso FETT EGL 3144
Beacon EP 1
Beacon EP 2

FINA FINA LICAL M12

Kl ¢ber Microlube GBO

Staburags NBUSEP

Isoflex Spezial

Optimol Optimol Longtime PD 0, PD1, PD2
Shell Aseol AG ASEOL Litea EP 80677
Texaco Multifak EP1

4.7. Machine cleaning

Clean the machine from the cooling liquid and impurities after every shift stopping.
Conserve the guiding surfaces, mainly.

1 Clamping jaws guiding of the vice.
1  The guiding of the feeder.

1 Loading surface of the vice.

71




Bomar

4.8. Worn pieces replacement

4.8.1. Replacement of Guides with Hard Metals

The hard metal guides have to be replaced where they cannot be adjusted

1. Disconnect the cooling liquid supplyubing, dismantle the saw ban@nd saw
band-guiding cube.

2. Clamp the guiding cube in a bench vice.

3. Loose the fastening worms with Allen wrench

4. Unscrew the front screw that secures the hard metal guides.

5. Insert the new hard metal guides, screw them in firm and attach the guiding
cube to the guide bar.

6. Install the saw band, set the hard metal guides and guiding cube.

Caution!

The vice must have aluminum jaws or an aluminum fixture
must be inserted in the vice, to protect the pin from damages
upon clamping.
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4.8.2.
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Replacementof sawband guiding pulleys

If the saw band is not properlguided by the pulleys any morer if the pulley
already shows visible traces of wear, they must be replaced.

CAUTION! Guide pulleys must beplaced on both guide cubes at the same time!

1. Disconnect the cooling liquid supplfubing, dismantle the saw ban@nd saw
band-guiding cube.

)

2. Clamp the guiding cube in a bench vice and remove both eccentric piece
fastening screws.

3.  Remove both guide pulleys from eccentric pieces.

4. Mount new guide pulleys onto eccentric piece and screw both eccentric pieces
back in the guiding cube.

b &

73




Bomar

Optimum spacing between the saw band and guide
pulley is 0.05 mm.

5. Insert test piece of the saw band (somed® cm of it ) into the guiding cube
and set theeccentric pieces to a position that will allow the band to run in the
middle of the groove. The groove is between the eccentric pieces fasteners.
Guiding pulleys must not strongly press against the saw band, but must freely

rotate.

6. Adjust also the hard metal guides to allow free passage of saw band between
them with adequate play. Tighten the front screw of hard metal guides, then
tighten the safety worms.

7. Now, the screws of both basgiiding pulleys must be tightened.

8. Install the guiding cube onto tlgeide bar Install the saw band and adjust the
guiding cubes.

Manual version: 1.14 / Feb. 2022
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4.8.3. Round brush replacement

If the chip removing brush is so worn, that it does not fulfil its function, the brush
must be replaced.

3.
4.

4.8.4. Stretching wheel replacement
1.

2.

3.

4.

Remove the arm cover.

Release the nut of the brush, exchange the worn brush for a new one and
screw the nut.

Set the brush to the saw band.

Put the covers back in place.

Dismantle the saw band

Screw off the screw of the stretching wheel and pull off the wash

Screw on the auxiliary screw to the shaft of the stretching wheel.

Put on the threeleg puller on the stretching wheel and pull off it from the
shaft.
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5. If the lower bearing stays on the shaft, pull of it from the shaft with tleg
puller. Check both bearings; eventually replace them for a new.

6. Insert the retaining ring to the hole in the new stretching wheel.

7. Insert the bearing to the hole in the wheel and push it to the retaining ring.

8. Clean the shaft and oil it. Install the new stretching whea the shaft.

9. Install the distance ring on the shaft and push it to the lower bearing.
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10. Install second bearing on the shaft and push it to the distance ring.

11. Install the washer and screw on the stretching wheel.

12. Install the saw band. Wheel replacement is ready.

4.8.5. Driving wheel replacement

1. Dismantle the saw band.

3. Screw on the auxiliary screw to the driving shaft.
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4.

5. Check, if the feather and the driving shaft are not damaged. Contact your
supplier for parts replacement.

6. If the shaft and the feather are in good order, clean them, oil them and install
them on the driving shaft.

7. Install the washer and screw on the driving wheel.

8. Install the saw band.
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5.1. Mechanical problems

Problem Possible causes Repair

1. Slanting cut - Wrongly adjusted hard metal guides. Set according to the

adjust ment o

- Worn hard metal guides. Repl ace to the chapt:
repl acement o

- Wrongly adjusted cubes ofthesaw Set according to the

band guiding. adjust ment o
- Worn bearings of the saw band Repl ace according to
guiding. pieces replacemento
- Wrongly adjusted swarf brush. Set according to the

adjust ment o

- Worn swarf brush. Repl ace according to
pieces replacemento

- Insufficient saw band stretching. Rise thesaw band stretching and set the limit
switch.

- Wrongly chosen tooth system of the Replace the saw band and keep the

saw band. instructions of manufacturer on new saw banc
choice.
- Worn saw band. Replace the saw band.

- Wrongly balanced roller conveyor. Set the roller conveyor.
- Dirty feeding board. Cleanse the feeding board from debris, chip
and residue material.

- Guiding arm and guiding cube are Clamp the guiding arm.
loosened.

- Guiding arm and cube are too far Set theguiding cube to the material.
from the material.

- Too fast cutting rate. Lower the material feeding speed.

- Unexpected oscillation in material Set the cut and feeding speed to the relevant

quality. material.
2. The cut is not cut - Securing lever is loosened. Check the securing lever efficiency and carry
upon desired angle out its adjustment according to chapter
aServicing and adjust
- Set angle does not match the cut Check the angle adjustment with a protractor
angle. and possibly set it according to chapter

aSeicing and adjustm

- Insufficient saw band stretching. Stretch the saw band and set the limit switch
according to chapter
adjustment o.

- Guiding arm and guiding cube are Fasten the guiding arm and the cube.
loosened.

- Dirt between material and clamping  Cleanse the material and mating jaw.

jaw.
3.  Short lifetime of the - Insufficient saw band stretching. Raise the tightening of the saw band set the
saw band scanner of saw band tightening according to
chapter daServitodéng al
- Worn swarf brush. Check the swarf brush condition and replace i

in case of excessive use as described in
chapter aWorn pieces
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- Wrongly adjusted swarf brush. Check swarf brush adjustment, set it accordin
to chapter aServicini

_  Over stretched saw band Lower stretching of the saw band and set the
limit switch of the saw band stretching
according to chapter
adjust mento

- Wrongly adjusted hard metal guides. Check the adjustment of the hard metal
guides and carry out adjustment as described
in chapter aServicini

- Worn hard metal guides of the saw  Check the condition of the hard metal guide
band. and if it is too worn, replace hard metal guides
according to chapter
repl acement o

- Worn saw band guide bearings. Check guiding bearings and if you notice
some sort of excessive damage, replace therr
according to chapter:
repl acement o

- Wrongly adjusted guiding cubes of  Set guiding cube according to chater

the saw band. aServicing and adj ust
- Wrongly adjusted down feed and Adjust the feeding and speed of a saw band
saw band speed. according to values published by saw band
manufacturer.
- Different material quality. Adjust feeding and speed of a saw band

according to desired material (try cetest).

_  Low-class saw band Replace the saw band (contact your local
accessory supplier for more information)

_  Wrongly chosen saw band tooth Replace the saw band and keep instructions ¢
system. the manufacturer onthe choice.
- Wrongly adjusted tracking. Check the space between top of a saw band
and driving wheel. Perhaps adjust the tracking
as described in chapt

adjust ment o

Worn saw band. Replace the saw band and keep instructions ¢
the manufacturer on the choice.

4. Insufficient cut output.

- Wrong saw band tooth system. Replace the saw band and keep instructions ¢
the manufacturer on the choice.

- Wrongly set down feed and speed of Set feed and speed of a saw band according

a saw band. to values published by saw band
manufacturer.
5. The cutis not finished. Wrongly adjusted lower stop point of Check lower limit switch and screw.

the saw frame.

Stop point surface is messedp. Cleanse stop point surface of the limit switch
from debris and residue material.

6. The saw bands are In stretching wheel is wrong adjustin¢ Adjust distance band from recess wheel c.2
cracked geometry. mm according to operating instructions.

Hard metal plates of circuit saw banc Hard metal plates of circuit saw band must be

are not adjusting. adjusting according to operating instructions.

Guiding cubes are not adjusting Guiding cubes must be adjusting (bearings +

(bearings + hard metal circuit) hard metal circuit) according to operating
instructions.

Bearings of guiding cubes are used Bearings of guiding cubes must be replaced.

(rolling elements are damaged or Bearings must be adjusting according to
outside ring of bearing has conical operating instructions.
form).
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Squeezed pin upper or downer Exchange complete upper or downer holder
holder of the lifting cylinder. of lifting cylinder.
8. The saw is cut - Geometry of hardmetal guiding Hardmetal guiding cubes must be adjusted.

cubes is wrong adjusted.

downing.

- Bearings of guiding cubes are used. Bearings of guiding cubes must be replaced.
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5.2. Electric problems
Machine is not possible - In socket is not voltage Line voltage must bechecked.
start.
2. When cut is finished, the - Bottom limit switch is adjusted Bottom limit switch must be adjusted
frame is not raising wrong. according to chapter ADJUSTING.
4. Cooling is not active Lack of cooling agent. Fill the tank with cooling agent.
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El e kt r inmak BBektsosche®na / Wiring diagrams

6.1.

3x400V+N+PE, 50Hz
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